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Purpose, scope and users
The purpose of this document is to reduce the risk of a work-related injury or death by maximizing personal safety during heavy machinery operation. 
This document applies to all work places and activities in the work environment of [organization name] where heavy machinery is used.
Users of this document are employees operating heavy machinery in [organization name]. 

[bookmark: _Toc263078250][bookmark: _Toc418329134]Reference documents
· OHSAS 18001 standard, clause 4.4.6
· OH&S Manual
· OH&S Policy
· OH&S Objectives and Programs
· Procedure for Risk Assessment and Hazard Identification
· Procedure for Operational Control
· Procedures for Preparedness and Emergency Response 
· List of Legal and Other Requirements
· SOP for Personal Protective Equipment

[bookmark: _Toc418329135]General safety rules for operating heavy machinery 
[job title] ensures that only trained and authorized operators are permitted to operate the designated equipment.
[bookmark: _Toc418329136]Personal protective equipment	Comment by 18001Academy: Adapt to organization’s needs.
Personal protective equipment is mandatory and may include the following:
· boots or safety shoes 
· …
· …
· hard hat
· hearing protection 
· …
Personal protective equipment is controlled and used according to the SOP for Personal Protection Equipment.
[bookmark: _Toc418329137]Pre start inspection	Comment by 18001Academy: Adapt to organization’s needs.
[job title] performs the following activities during pre-start/walk-around inspection: 
· Check for loose or worn parts and repair or replace immediately.
· …
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