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Purpose, scope and users
The purpose of this document is to define measures of protection from identified posture hazards and display screens in the office environment.
This document applies to all work activities in [organization name] where workers regularly use DSE (Display Screen Equipment) as a significant part of their normal work (daily, for continuous periods of an hour or more). These workers are known as DSE users within the office environment. 
Users of this document are all employees of [organization name] in work places with identified hazards. 

[bookmark: _Toc263078250][bookmark: _Toc418328404]Reference documents
· OHSAS 18001 standard, clause 4.4.6
· OH&S Manual
· OH&S Policy
· OH&S Objectives, Programs and KPIs
· Legal Compliance Evaluation Record

[bookmark: _Toc418328405]Display Screens Equipment Hazard Identification
DSEs are devices or equipment that have an alphanumeric or graphic display screen and include display screens, laptops, touch screens, and other similar devices.
[job title] must perform analysis of workstations to assess and reduce risks, and review of the assessment when the user or DSE changes.
[bookmark: _Toc418328406]Analyzing workplaces and risk assessment
Some workers may experience fatigue, eye strain, upper limb problems, and backache from overuse or improper use of DSE. These problems can also be experienced from poorly designed workstations or work environments. The causes may not always be obvious and can be due to a combination of factors. 
Risk assessment is performed according to the Procedure for Risk Assessment and Hazard Identification.
[bookmark: _Toc418328407]Consulting with employees on DSE
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